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COIL - WAL combines modern 
beauty with long-life durability 
to provide the easiest 
operating, most dependable 
movable partition built. 


Openings as large as 120 feet wide by 30 feet high can be 
accommodated by COIL-WAL at far less cost than ordinary 
panel partitions — an important consideration where appear¬ 
ance and quality must be maintained in the face of tight 
building budgets. 

Minimum storage space requirements permit the architect 
unlimited flexibility in the matter of location, placement, and 
concealment. 

For complete and lasting satisfaction, specify COIL-WAL 
on any job requiring space dividers. 


This beautiful 14' x 48' automatic-electric COIL-WAL partition 
divides the council chambers of a new city hall building. Note 
how well COIL-WAL harmonizes with modern building materials 
and design. 

Two automatic-electric COIL-WALS (one 24' x 98' bi-parting par¬ 
tition and one 24' x 50' single partition with pass door) serve to 
divide this high school gymnasium into two or three separate areas. 
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OFFERS ALL THESE IMPORTANT PLUS-FEATURES! 


MINIMUM STORAGE SPACE — COIL-WAL requires less stor¬ 
age space than any other type of divider and is completely 
contained within its own tamper-proof storage box. 


NO OVERHEAD STORAGE LOAD . . . COIL-WAL curtain weight 
is transferred to spindle base as it leaves track. No build-up 
of weight on overhead supports at any point. 


LESS WEIGHT TO SUPPORT— COIL-WAL weighs less than 3 
lbs. per square foot (including hardware and accessories) elim¬ 
inating the need for extra heavy overhead trusses or beams. 

MAXIMUM VERTICAL CLEARANCE— Straight-line travel per¬ 
mits mounting of track next to supporting beam, truss span, 
or truss to utilize full clearance under supports. This feature 
also permits flush ceiling installations. 

GREATER SAFETY— COIL-WAL has no folding action to cause 
pinching or injuries. Its flexibility absorbs impacts which 
otherwise might result in serious bodily injury. Neoprene- 
covered sponge rubber on lead stile prevents accidental injury 
in closing — assures tight closures. 


DURABILITY GUARANTEED —Clear, straight-grained, warpage- 
free woods; quality hardware and fittings; plus the inherent 
strength and flexibility of COIL-WAL design withstands an 
incredible amount of abuse without damage to partition or 
operating mechanism. 

BETTER ACCOUSTICAL QUALITIES — COIL-WAL’S grooved, 
multi-slat design greatly reduces echo over that of flat parti¬ 
tions. Tight closures at floor and ceiling further aid, not only 
in sound reduction, but in the elimination of drafts as well. 


EASIER CLEANING and MAINTENANCE — Finely finished sur¬ 
face makes cleaning easy. There are no threshold plates or 
load-bearing floor channels to hinder floor cleaning. (A single 
% inch wide groove is the only floor guide required.) 
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CONCEALED 

WALL 

STORAGE 


RECESSED 
FLUSH WALL 
STORAGE 


EXPOSED 

STORAGE 


RECESSED 
WALL POCKET 
STORAGE 


TYPICAL MOUNTING 


DETAILS 


TOP 

COIL 


BOTTOM GUIDE FOR TYPES PC / P P 


Showing COIL-WAL mounted to 
side of concrete beam. Note how 
all track and hangers are hidden 
above ceiling level. 


SLAT 


COIL BOX 

The heart of COIL-WAL’s smooth au¬ 
tomatic operation lies in its coil box 
-design. As curtain leaves track at 
point (1), storage-load is guided and 
shifted to spindle base (2) while gear- 
driven spindle (3) exerts the coiling 
action . . . To draw curtain, power 
is transferred to cable (4) which runs 
the length of track . . . Key-switch 
and selector control (5) may be located 
at option of architect ... In exposed in¬ 
stallations, box is completely sheathed. 

CURTAIN SIZES 


Opening 

Width 

Coil Box 

A 

B 

IO'-0" 

2l'/ 2 " 

19" 

15'-0" 

23'/ 2 " 

21" 

20'-0" 

27 Vi" 

25" 

25'-0" 

29«/ 2 " 

IT 

30'-0" 

30'/ 2 " 

28" 

35'-0" 

3l'/ 2 " 

29" 

40'-0" 

33'/ 2 " 

31" 

45'-0" 

34'/ 2 " 

32" 

50'-0" 

35'/," 

33" 

60'-0" 

37'/ 2 " 

35" 

80'-0" 

40'/," 

38" 

lOO'-O" 

44'/," 

42" 


CUSTOM-BUILT to any height or 
length to meet any architectural 
condition 


LONG SPAN JOIST 
Sr0-4’-0 O.C. 


FLOOR GUIDES RIVETS CAD. 

FLOORING Imx p, AT r n 
CONTRACTOR W_ £ L steel 


BOTTOM GUIDE FOR TYPES RC. { R P. 

Completely concealed mount¬ 
ing supported from long-span 
joists. Note detail showing plat- 
form-edge of floor guide. 


holes in supports 
BY OTHERS- 


FB. welded to 

l'4*Wz C BY Ml SC- 
STEEL CONTRACTOR 
BOTTOM GUIDE FOR TYPES A£.*C.C. 


COIL-WAL straight-line travel 
permits mounting of track along¬ 
side structural I-beam by means 
of channel iron supports. 


RODS TO 


2 -o ac. o/ 


MISC STEEL 


CONTRACTOR 


BOTTOM GUIDE FOR TYPES AEfiCC 

COIL-WAL suspended from pur¬ 
lins by means of I-beam and rods. 
If suspended ceiling is used, en¬ 
tire track and hanger may be 
concealed. 















































































































INSPECT ONE OF 
THESE COIL-WAL 
INSTALLATIONS 
NEAREST YOU! 

CALIFORNIA (Downey) 

DOWNEY SR. HIGH SCHOOL 

Single Coil (AE) Coii-Wol 104'0" x 25'0" 

Harry T. McDonald, Arch. 

CONNECTICUT (Ridgefield) 

RIDGEFIELD HIGH SCHOOL 

Single Coil (AE) Coil-Wal 87'0" x 26'0" 

Single Coil (CC) Coil-Wal 9'0" x 26'0" 

Sherwood, Mills & Smith, Arch. 

ILLINOIS (Oak Park) 

LINCOLN SCHOOL 

Single Coil (AE) Coil-Wal 48'6" x 20'0" 

Perkins & Will, Arch. 

IOWA (Fort Madison) 

SENIOR HIGH SCHOOL 

Bi-Part (AE) Coil-Wal 118'4" x 23'9" 

Karl Keffer Associates, Arch. 

KANSAS (Prairie Village) 

SHAWNEE MISSION HIGH SCHOOL EAST 
Bi-Part (AE) Coil-Wal 53'7" x 1 6'0" 

Perkins & Will, Arch. 

Neville, Sharp & Simons, Arch. 
MASSACHUSETTS (Bedford) 

HANSCOM AFB ELEMENTARY SCHOOL 
Single Coil (AE) Coil-Wal 60'0" x 14'0" 

The Architects Collaborative, Arch. 
MICHIGAN (Fraser) 

FRASER HIGH SCHOOL 

Single Coil (AE) Coil-Wal 111 '6" x 22'6" 

Robert C. Wakely, Arch. 

MINNESOTA (Wayzata) 

WAYZATA ELEMENTARY SCHOOL 
Single Coil (AE) Coil-Wal 60'0" x 18'0" 

Haarstick Lundgren & Associates, Inc., Arch. 
NEBRASKA (Omaha) 

ARCHBISHOP RYAN MEMORIAL 
HIGH SCHOOL 

Single Coil (AE) 89'0" x 22'0" 

Leo A. Daly Company, Arch. 

NEW YORK (Plattsburgh) 

PLATTSBURGH AFB ELEMENTARY SCHOOL 
Single Coil (AE) Coil-Wal 58'0" x 14'0" 

Knappe & Johnson, Arch. 

OHIO (Mansfield) 

MADISON EAST ELEMENTARY SCHOOL 
Single Coil (AE) Coil-Wal 57'0" x 20'0" 

Marr-Knapp-Crawfis, Arch. 

PENNSYLVANIA (Turtle Creek) 

ELECTRIC PLAN SCHOOL 

Single Coil (AE) Coil-Wal 47'2" x 20'5" 

The Warnick Company, Arch. 

TEXAS (Port Arthur) 

PORT ARTHUR HIGH SCHOOL 

Single Coil (AE) Coil-Wal 1 50'0" x 23'11" 

Caudill Rowlett Scott & Associates, Arch. 
WASHINGTON (Spokane) 

GLOVER JR. HIGH SCHOOL 
Bi-Part (AE) Coil-Wal 81'9" x 22'0" 

Whitehouse & Price, Arch. 

WASHINGTON (Longview) 

LOWER COLUMBIA JUNIOR COLLEGE 
Single Coil (AE) Coil-Wal 96'0" x 23'0" 

McGuire & Muri, Arch. 


GENERAL SPECIFICATIONS 


I. COIL-WAL PARTITIONS SPECIFICATIONS 

Furnish and install at locations shown on 
plan, Dubuque Coil-Wal partitions as manufac¬ 
tured by Dubuque Products, Inc., Dyersville, 
Iowa, or approved equal and in accordance with 
the following specifications. 


II. COIL-WAL PARTITIONS 

(a) CURTAIN shall be factory assembled 
from select vertical grain Douglas fir, (or other 
suitable species), slats. Slats shall be kiln dried 
and treated at the factory to protect against 
moisture absorption. The partition shall be 
closely joined with prestressed steel cables and 
fitted with continuous slat shoes and hangers 
which shall be expertly attached to prevent mis¬ 
alignment or slat separation. PAINT OR 
OTHER FINISH TO BE APPLIED UNDER 
PAINT SECTION. 

(b) LEAD STILE shall be of appropriate 
size to effect suitable closure and shall be fitted 
with sponge rubber nosing and neoprene facing, 
except on manually operated closures that have 
recessed jambs or lock-latches. LOCKING DE¬ 
VICES AND PULL HANDLES UNDER 
HARDWARE SECTION. 

(c) COIL BOX for all sizes and types of 
Coil-Wals shall be a sturdily designed steel 
frame to safely support the imposed loads when 
in a stored position. PANELS WITH RE¬ 
MOVABLE ACCESS PORTS TO COVER COIL 
BOX FRAME BY GENERAL CONTRACTOR. 

(d) OPERATION OF COIL-WAL SHALL 
BE AS FOLLOWS: 

(1) AUTOMATIC ELECTRIC (AE) shall 
include motors, reversing controls, key selector 
switch and limit switch, all of which are as¬ 
sembled in the coil box and electrically inter¬ 
connected at the factory. Mechanism shall be 
designed with shear pins and safety controls 
for overload protection. Motors shall be 115 
Volt single phase 60 cycle for %, % or % HP 
and 220 volts three phase for % HP. FIELD 
CONNECTION TO POWER SOURCE AND RE¬ 
MOTE LOCATION OF CONTROLS BY ELEC¬ 
TRICAL CONTRACTOR. 


(2) CRANK IN-CRANK OUT (CC) mech¬ 
anism can be provided for Coil-Wals up to 1,000 
sq. ft. with removable hand crank. 

(3) PULL OUT-CRANK IN (PC) — This 
type is particularly suitable for single curve, 
ess curve or around the corner, (minimum 24" 
radius), installations not exceeding 1,000 sq. ft. 

(4) PUSH IN-PULL OUT (PP) for ward¬ 
robe or concession closures up to 150 sq. ft. 

(e) UPPER TRACK shall be minimum 18 
gauge to maximum 14 gauge to safely support 
partition load and shall be complete with hang¬ 
ers, clamps and bolts that are easily adjustable 
for height. BOLT HOLES IN OVERHEAD 
SUPPORTS OR BRACKETS BY STEEL CON¬ 
TRACTOR. 

(f) GUIDES AT FLOOR shall be as shown 
on the drawings. Coil-Wal manufacturer to 
furnish aluminum floor guide for concrete-tile 
floors. Steel channel anchoring device shall be 
provided for wood floor guides in large room 
areas to control moisture expansion and bulging 
of floor. STEEL ANCHORING DEVICES TO 
BE FURNISHED AND INSTALLED BY 
STEEL CONTRACTOR — WOOD FLOOR 
STEEL CONTRACTOR — WOOD FLOOR 
GUIDE BY FLOORING CONTRACTOR. 

(g) NO FLOOR GUIDE REQUIRED ON 
CLOSET CLOSURES. 

(h) WRITE FACTORY FOR COMPLETE 
DETAILED SPECIFICATIONS. 


Guaranteed 

for a period of one year from date of 
installation against faulty materials or 
workmanship. Manufacturer or his au¬ 
thorized agent will also provide inspec¬ 
tion, maintenance, or adjustment service 
at a nominal cost for repairs or malad¬ 
justment occurring as the result of van¬ 
dalism or failure, sagging or shifting of 
adjacent, attached or surrounding ma¬ 
terials furnished or installed by other. 



COMPLETELY CONCEALED STORAGE 


The Architect has complete freedom of design with COIL- 
WAL adaptability to any structural or architectural condi¬ 
tion. 
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Consult factory for special curved track COIL- 
WALS available in automatic and manual types. 
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